ADD:
B6.13  The aircraft must be equipped with a Landing Gear Advisory system.  The system must have both audible and visual advisories.

ADD:
B7.5 Navigation

B7.5.1  One permanently installed, panel-mounted global positioning system (GPS) utilizing an approved, fixed external aircraft antenna and powered by the aircraft electrical system or an aviation portable GPS unit (Garmin GPSMap 296/396/496 or equivalent) provided the portable unit is securely mounted, is equipped with a remote (i.e., not part of the GPS unit) antenna, and presents information from an overhead orientation (not a drive-along-the-road type), and is powered by the aircraft electrical system.  The GPS (permanently installed or portable) must utilize the WGS-84 datum and reference latitude and longitude coordinates in the degrees/minutes/decimal minutes (DM) mode for aircraft positioning.


REMOVE:
B10.1.4  PICs shall have logged minimum flying time as follows:
	B10.1.4.1	1,500 hours   Total pilot time.

	

	B10.1.4.2	1,200 hours   PIC, airplanes.

	

	B10.1.4.3	200 hours   PIC category and class to be flown. (200 hours airplane single engine land and 200 hours airplane single engine sea)

	

	B10.1.4.4	100 hours   PIC night flying to include the recent flight experience requirements of FAR 61.57(d).

	

	B10.1.4.5	75 hours   PIC actual or simulated instrument flight time (including 50 hours in flight).

	

	B10.1.4.6	200 hours… over typical (Alaska) terrain and landing facilities.

	

	B10.1.4.7	250 hours   PIC large airplane when applicable.  (12,500 pounds certificated gross takeoff weight or more.)

	

	B10.1.4.8	100 hours    PIC turbo prop when applicable.

	

	B10.1.4.9	200 hours   PIC low level, less than 500 feet AGL.

	

	B10.1.4.10	50 hours   PIC in make and model of aircraft to be used on this contract.  (25 hours if the pilot has attended a formal training course which includes ground school for the make and model and a flight check.) (See B10.2.)

	

	B10.1.4.11	100 hours   Total time in category, preceding 12 months.

	

	B10.1.4.12	10 hours   PIC class in the preceding 60 days.

	



REPLACE WITH:
B10.1.4  PICs shall have logged minimum flying time as follows:
	B10.1.4.1	1,500 hours   Total pilot time.

	

	B10.1.4.2	1,200 hours   PIC, airplanes.

	

	B10.1.4.3	200 hours   PIC category and class to be flown. (200 hours airplane single engine land and 200 hours airplane single engine sea)

	

	B10.1.4.4	200 hours PIC retractable landing gear or 50 hours PIC amphibious airplane.

	

	B10.1.4.5	100 hours   PIC night flying to include the recent flight experience requirements of FAR 61.57(d).

	

	B10.1.4.6	75 hours   PIC actual or simulated instrument flight time (including 50 hours in flight).

	

	B10.1.4.7	200 hours… over typical (North Slope in Alaska) terrain and landing facilities.

	

	B10.1.4.8	250 hours   PIC large airplane when applicable.  (12,500 pounds certificated gross takeoff weight or more.)

	

	B10.1.4.9	100 hours    PIC turbo prop when applicable.

	

	B10.1.4.10	200 hours   PIC low level, less than 500 feet AGL.

	

	B10.1.4.11	50 hours   PIC in make and model of aircraft to be used on this contract.  (25 hours if the pilot has attended a formal training course which includes ground school for the make and model and a flight check.) (See B10.2.)

	

	B10.1.4.12	100 hours   Total time in category, preceding 12 months.

	

	B10.1.4.13	10 hours   PIC class in the preceding 60 days.
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